
HYDRAULIC ROCK BREAKER

BENEFITS

CUTTING-EDGE 
TECHNOLOGY

RUTHLESS FOR ROCKS

-  Hydraulic accumulator: no more regular
nitrogen controls and recharges on jobsites.

-  Made in France: superior quality steel and
manufacturing excellence.

-  Operator friendly: blank firing protection,
automatic lubrication, energy recovery
system, easy maintenance.

-  Carrier friendly: anti-vibration dampeners,
pressure spikes removal.

DESIGNED FOR 55 TO 
90 TONNES CARRIERS

AUTOMATIC ENERGY PER 
BLOW ADJUSTMENT

AUTONOMOUS WORKING 
PRESSURE CONTROL

DUAL LUBRICATION SYSTEM

V6000
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TOOLS

DIAMETER (MM/IN) 214/8.43 214/8.43 214/8.43 214/8.43 214/8.43 214/8.43 214/8.43 214/8.43

LENGTH (MM/IN) 1,845/72.63 2,025/79.72 1,845/72.63 1,845/72.63 2,025/79.72 2,025/79.72 1,845/72.63 2,025/79.72

WEIGHT (KG/LB) 482.5/1,064 533/1,175 463.4/1,022 483.3/1,066 534.3/1,178 535.3/1,180 512/1,129 563/1,241

CPN 86792520 86804804 86792553 86759842 86799855 86799863 86792538 86804176
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V6000

WEIGHT & DIMENSIONS

WEIGHT (KG/LB)
BREAKER 5,326 11,742

+ MOUNTED TOOL 5,889 12,983

+ MOUNTED ADAPTER PLATE (MAX) 6,909 15,232

DIMENSIONS (MM/IN)
    A 3,043 119.8

    B 700 27.5

    C 710 28

    D 620 24.5

    E 125 4.9

OPERATING INFORMATION

CARRIER WEIGHT RANGE (MIN-MAX, MT) 55-90

OIL FLOW (MIN-MAX, L/MIN / GPM) 400-500 105.7-132

MAXIMUM OPERATING PRESSURE (BAR/PSI) 180 2,611

MAXIMUM BACK PRESSURE (BAR/PSI) 15 218

INPUT POWER (KW) 150

STRIKING FREQUENCY (BPM) 290-550

NOISE LEVEL /10M (DBA) 95

AUTOMATIC LUBRICATION standard

SOUNDPROOFING standard

BUCKET CYLINDER VALVE standard

PRESSURIZATION preinstalled

OPTIONS CPN

PRESSURIZATION KIT 86372505

ADAPTER PLATE upon request

SPECIAL PAINTING upon request

CONSUMABLES CPN

GREASE CARTRIDGES (X20) 86784758

ABL2 GREASE BUCKET (24 KG) 86772969

ABLF GREASE BUCKET (24 KG) 86772977

MAINTENANCE KITS CPN

LEVEL 0 86798311

LEVEL 1 86798329

LEVEL 2 101023249




